
 

Screw Plugs - GPN 720 Type A 
Recycling blend  
 

 
 
Material: PCR-PE / PE-LD 
 
Standard colour: yellow 

 
 

Functional dimensions: 
 

 
 

Dimension K H SW SW Zoll Article number 

GPN 720 / 1766 PCR-PE / LDPE yellow 1/8 - 27 NPT 8,5 5  720 1766 0073 

GPN 720 / 1602 PCR-PE / LDPE yellow 1/4 - 18 NPT 12,5  1/4 720 1602 0073 

GPN 720 / 1767 PCR-PE / LDPE yellow 1/4 - 18 NPT 12,5 6  720 1767 0073 

GPN 720 / 1601 PCR-PE / LDPE yellow 3/8 - 18 NPT 13 8 5/16 720 1601 0073 

GPN 720 / 1600 PCR-PE / LDPE yellow 1/2 - 14 NPT 16,5  3/8 720 1600 0073 

GPN 720 / 1768 PCR-PE / LDPE yellow 1/2 - 14 NPT 16,5 10  720 1768 0073 

GPN 720 / 1599 PCR-PE / LDPE yellow 3/4 - 14 NPT 17  9/16 720 1599 0073 

GPN 720 / 1769 PCR-PE / LDPE yellow 3/4 - 14 NPT 17 14  720 1769 0073 

GPN 720 / 1598 PCR-PE / LDPE yellow 1 - 11 1/2 NPT 21,2  5/8 720 1598 0073 

GPN 720 / 1770 PCR-PE / LDPE yellow 1 - 11 1/2 NPT 21,2 17  720 1770 0073 

GPN 720 / 1597 PCR-PE / LDPE yellow 1 1/4 - 11 1/2 NPT 22 19 3/4 720 1597 0073 

GPN 720 / 1596 PCR-PE / LDPE yellow 1 1/2 - 11 1/2 NPT 22,5  53/64 720 1596 0073 

GPN 720 / 1771 PCR-PE / LDPE yellow 1 1/2 - 11 1/2 NPT 22,5 22  720 1771 0073 

GPN 720 / 0052 PCR-PE / LDPE yellow M 16 16 8  720 0052 0073 

GPN 720 / 8016 PCR-PE / LDPE yellow M 30 22,5 19  720 8016 0073 
 

 
Dimensions in mmInformation on materials, colours, drawings and use of our articles can be found on pages 166/167. 

*The article consists of a mixture of PCR (post consumer recyclate) and virgin PE-LD (polyethylene).For these articles, colour deviations and black dots that cannot 

be completely avoided in production are permissible. We recommend carrying out functional tests before series production. 

 
 

Our product advantages at a glance:  
 

 

 

Robuster.Dickwandige Ausführung für erhöhte Beanspruchung. 

 

Besser.Versenkbarer Schraubstopfen mit Innensechskant. 

 

Ressourcenschonender.Mischung aus Post-Consumer-Rezyklat und Neuware 

 

 
 

The following products might also interest you:  



 

  

  

GPN 720 Form B GPN 300 V 
 

 
 


