
 

Contact Protection - GPN 360 Type A 
Recycling blend  
 

 
 
Material: PCR-PE / PE-LD 
 
Standard colour: yellow 

 
 

Functional dimensions: 
 

 
 
 

Dimension e h H M Article number 

GPN 360 KS 1006 PCR-PE / LDPE yellow 9,8 5,8 7,7 20,7 360 1006 0073 

GPN 360 KS 1406 PCR-PE / LDPE yellow 13,8 5,8 7,7 20,7 360 1406 0073 

GPN 360 KS 2008 PCR-PE / LDPE yellow 19,5 7,15 7,7 20,7 360 2008 0073 

GPN 360 KS 2009 PCR-PE / LDPE yellow 20,2 9,87 7,7 20,7 360 2009 0073 

GPN 360 KS 2408 PCR-PE / LDPE yellow 23,15 7,15 7,7 20,7 360 2408 0073 

GPN 360 KS 2808 PCR-PE / LDPE yellow 27,15 7,15 7,7 20,7 360 2808 0073 

GPN 360 KS 2813 PCR-PE / LDPE yellow 27,7 12,6 7,7 20,7 360 2813 0073 

GPN 360 KS 2922 PCR-PE / LDPE yellow 28,2 21,35 7,7 20,7 360 2922 0073 

GPN 360 KS 3112 PCR-PE / LDPE yellow 31,2 12,1 7,5 20,5 360 3112 0073 

GPN 360 KS 3608 PCR-PE / LDPE yellow 35,15 7,15 7,7 20,7 360 3608 0073 

GPN 360 KS 3715 PCR-PE / LDPE yellow 36,2 14,5 7,7 20,7 360 3715 0073 

GPN 360 KS 3912 PCR-PE / LDPE yellow 39,1 11,8 8 21 360 3912 0073 

GPN 360 KS 4117 PCR-PE / LDPE yellow 41,9 17,9 7,7 20,7 360 4117 0073 

GPN 360 KS 4817 PCR-PE / LDPE yellow 47,6 16,6 10 31,2 360 4817 0073 
 

 
Dimensions in mm. Information on materials, colours, drawings and use of our articles can be found on pages 166/167.The contact protector GPN 360 was 

developed for special compact plug connections, which are listed in the application table. The contact protector is additionally suitable for other connections. 

For these articles, colour deviations and black dots that cannot be completely avoided in production are permissible. We recommend carrying out functional tests 
before series production.*The article consists of a mixture of PCR (post consumer recyclate) and virgin PE-LD (polyethylene). 

 
 



 

Our product advantages at a glance:  
 

      

Better fit. 
Protection for 
compact 
connector 
sockets, e.g. 
MLK, SLK, and 
MAK. 

Saves time. 
With 
practical tab 
for fast 
removal. 

Seals better. 
Prevents 
penetration of 
liquids within 
certain limits. 

Cleaner. 
Production in 
accordance with VDA 
Band 19 and ISO 
16232 in our specially 
equipped cleanroom 
on request. 

Better. 
Circumferential 
ribs for perfect 
design fit. 

More resource-
saving. 
Mix of post-
consumer 
recyclate and 
virgin material 

 

 
 

The following products might also interest you:  

  

GPN 360 Type B GPN 365 
 

 
 


