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Sealing Plugs - GPN 734

Virgin material

Material: MJF PA12 - Material: PA 6

Standard colour: black - Standard colour: yellow

Functional dimensions:

Dimension GPN 735/737/736/737 | A B D M SW
GPN 734 7/16 - 20 UNF PA12 black | 7/16 - 20 UNF 20,7 115|176 | 118 | 12
GPN 734 M 12 X 1,5 PA12 black M12x1,5 21,7 | 16 | 186 | 11,6 | 12
GPN 734 M 14 X 1,5 PA12 black M14x1,5 23,7 | 16 | 20,6 | 12,8 | 12
GPN 734 M 16 X 1,5 PA12 black M16x1,5 26,7 | 2,1 | 23,6 | 14,8 | 15
GPN 734 M 18 X 1,5 PA12 black M18x1,5 28,7 | 2,1 | 25,6 | 14,8 | 15
GPN 734 M 22 X 1,5 PA12 black M22x1,5 31,7 | 21| 286 | 148 | 18
GPN 734 M 33 X 2 PA12 black M33x2 45,6 | 2,5 | 425 | 148 | 27
GPN 734 M 42 X 2 PA12 black M42x2 54,6 | 2,7 | 51,5 | 15,8 | 27

Dimensions in mm. Information on materials, colours, drawings and use of our articles can be found on pages 166/167.

Our product advantages at a glance:

3D printing. Better fit.
First production-ready, utility model-protected protective Optimum fit and clamping for GPN 736 and GPN
cap produced using the 3D printing process. 738 sealing plugs during the coating process.

The following products might also interest you:

GPN 733 GPN 736 GPN 738

POPPELMANN

Better.
Diameter A prevents the inadvertent
assembly with a quick connector.

KAPSTO®



