
Reduced logistics  
volume through stacking.

Thermoformed protective elements in 172 designs from stock.

THE PÖPPELMANN EFFECT:

We do it.
More efficient.

NEW
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THERMOFORMED PROTECTIVE ELEMENTS

The new ECO standard series.
With four new standard series in 43 different dimensions, 
Pöppelmann KAPSTO® now offers the largest program of protective 
elements manufactured by using the resource-saving thermo
forming process. The particularly thin-walled GPN 400, 401, 480 
and 481 provide optimal protection for customer 
components in a diameter range between 57 and 130 mm. In 
addition, the stackable design reduces transport and storage costs. 
And no matter whether small quantities or large series: Our thermo-
formed protective elements are always available from stock.

Convince yourself and ask for your free trial samples: 
Give us a call or visit our website poeppelmann.com/kapsto

The new standard series come in 
two design types, each available 
in yellow (PS) and natural (PET).
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Reduction of disassembly 
times due to ergonomic 
grib tab.

  �Removal tab available for all 
applications in the diameter 
range 57 – 130 mm

  �Good grip due to ergonomic 
tab design

  �Easy disassembly even with 
gloves thanks to several grooves 
in the tab

Up to 70 % less material use.

  �Thermoforming process enables 
production of particularly 
thin-walled parts

  �Resource-saving due to reduced 
use of materials

  �100 % recycling of stamping grid

Up to 75 % less transport 
and storage volume due 
to stackable design.

  �Efficient use of freight volume 
and storage space

  �Optimised utilization of package 
volume compared to unstacked 
parts

  �Easy removal due to single stacks
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NEW

ECO UNIVERSAL PROTECTION

GPN 400

Size in mm

For information regarding materials, drawings and the use of our items, please refer to 
pages 124/125 of our general catalog.

These items might have color variations and black dots which cannot be completely 
avoided in production. We recommend carrying out functional tests before series 
production.

You might also be interested in the following products: GPN 401, GPN 480, GPN 481, GPN 600

Standard color: yellow

Material: PS

More versatile.
Can be used as  
plug or cap.

Stackable.
Up to 75 % less transport 
and storage volume  
due to stackable design.

More resource- 
saving.
Up to 70 % less 
material use.

item

Inner application

A B C (H) (D) (E) (G) Order no.

GPN 400 C 585 70 56,5 58,5 15 58,1 56,1 22,4 400 0585 0000
GPN 400 C 598 70 57,8 59,8 15 59,4 57,4 22,4 400 0598 0000
GPN 400 C 611 70 59,1 61,1 15 60,7 58,7 22,4 400 0611 0000
GPN 400 C 624 82 60,4 62,4 15 62 60 22,4 400 0624 0000
GPN 400 C 635 82 61,5 63,5 15 63,1 61,1 22,4 400 0635 0000
GPN 400 C 648 82 62,8 64,8 15 64,4 62,4 22,4 400 6480 0000
GPN 400 C 660 82 64 66 15 65,6 63,6 22,4 400 6600 0000
GPN 400 C 673 82 65,3 67,3 15 66,9 64,9 22,4 400 6730 0000
GPN 400 C 686 82 66,6 68,6 15 68,2 66,2 22,4 400 0686 0000
GPN 400 C 699 82 67,9 69,9 15 69,5 67,5 22,4 400 0699 0000
GPN 400 C 712 82 69,2 71,2 15 70,8 68,8 22,4 400 0712 0000
GPN 400 C 725 82 70,5 72,5 15 72,1 70,1 22,4 400 0725 0000
GPN 400 C 738 82 71,8 73,8 15 73,4 71,4 22,4 400 0738 0000
GPN 400 C 751 92 73,1 75,1 15 74,7 72,7 22,4 400 0751 0000
GPN 400 C 768 92 74,4 76,8 18 76,4 74 25,4 400 0768 0000
GPN 400 C 785 92 76,1 78,5 18 78,1 75,7 25,4 400 0785 0000
GPN 400 C 802 92 77,8 80,2 18 79,8 77,4 25,4 400 0802 0000
GPN 400 C 819 92 79,5 81,9 18 81,5 79,1 25,4 400 0819 0000
GPN 400 C 836 101 81,2 83,6 18 83,2 80,8 25,4 400 0836 0000
GPN 400 C 853 101 82,9 85,3 18 84,9 82,5 25,4 400 0853 0000
GPN 400 C 870 101 84,6 87 18 86,6 84,2 25,4 400 0870 0000
GPN 400 C 887 101 86,3 88,7 18 88,3 85,9 25,4 400 0887 0000
GPN 400 C 902 101 87,8 90,2 18 89,8 87,4 25,4 400 0902 0000
GPN 400 C 917 101 89,3 91,7 18 91,3 88,9 25,4 400 0917 0000
GPN 400 C 934 112 91 93,4 18 93 90,6 25,4 400 0934 0000
GPN 400 C 951 112 92,7 95,1 18 94,7 92,3 25,4 400 0951 0000
GPN 400 C 969 112 94,1 96,9 21 96,5 93,7 28,4 400 0969 0000
GPN 400 C 990 112 96,2 99 21 98,6 95,8 28,4 400 0990 0000
GPN 400 C 1007 112 97,9 100,7 21 100,3 97,5 28,4 400 1007 0000
GPN 400 C 1025 118 99,7 102,5 21 102,1 99,3 28,4 400 1025 0000
GPN 400 C 1046 118 101,8 104,6 21 104,2 101,4 28,4 400 1046 0000
GPN 400 C 1076 118 104,8 107,6 21 107,2 104,4 28,4 400 1076 0000
GPN 400 C 1088 118 106 108,8 21 108,4 105,6 28,4 400 1088 0000
GPN 400 C 1109 132 108,1 110,9 21 110,5 107,7 28,4 400 1109 0000
GPN 400 C 1129 132 110,1 112,9 21 112,5 109,7 28,4 400 1129 0000
GPN 400 C 1145 132 111,7 114,5 21 114,1 111,3 28,4 400 1145 0000
GPN 400 C 1170 132 113,8 117 24 116,6 113,4 31,4 400 1170 0000
GPN 400 C 1195 132 116,3 119,5 24 119,1 115,9 31,4 400 1195 0000
GPN 400 C 1219 132 118,7 121,9 24 121,5 118,3 31,4 400 1219 0000
GPN 400 C 1231 142 119,9 123,1 24 122,7 119,5 31,4 400 1231 0000
GPN 400 C 1256 142 122,4 125,6 24 125,2 122 31,4 400 1256 0000
GPN 400 C 1280 142 124,8 128 24 127,6 124,4 31,4 400 1280 0000
GPN 400 C 1306 142 127,4 130,6 24 130,2 127 31,4 400 1306 0000

Inner application
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NEW

ECO UNIVERSAL PROTECTION

GPN 401

Size in mm

For information regarding materials, drawings and the use of our items, please refer to 
pages 124/125 of our general catalog.

You might also be interested in the following products: GPN 400, GPN 480, GPN 481, GPN 600

Standard color: natural

Material: PET

item

Inner application

A B C (H) (D) (E) (G) Order no.

GPN 401 C 585 70 56,5 58,5 15 58,1 56,1 22,4 401 0585 0000
GPN 401 C 598 70 57,8 59,8 15 59,4 57,4 22,4 401 0598 0000
GPN 401 C 611 70 59,1 61,1 15 60,7 58,7 22,4 401 0611 0000
GPN 401 C 624 82 60,4 62,4 15 62 60 22,4 401 0624 0000
GPN 401 C 635 82 61,5 63,5 15 63,1 61,1 22,4 401 0635 0000
GPN 401 C 648 82 62,8 64,8 15 64,4 62,4 22,4 401 6480 0000
GPN 401 C 660 82 64 66 15 65,6 63,6 22,4 401 6600 0000
GPN 401 C 673 82 65,3 67,3 15 66,9 64,9 22,4 401 6730 0000
GPN 401 C 686 82 66,6 68,6 15 68,2 66,2 22,4 401 0686 0000
GPN 401 C 699 82 67,9 69,9 15 69,5 67,5 22,4 401 0699 0000
GPN 401 C 712 82 69,2 71,2 15 70,8 68,8 22,4 401 0712 0000
GPN 401 C 725 82 70,5 72,5 15 72,1 70,1 22,4 401 0725 0000
GPN 401 C 738 82 71,8 73,8 15 73,4 71,4 22,4 401 0738 0000
GPN 401 C 751 92 73,1 75,1 15 74,7 72,7 22,4 401 0751 0000
GPN 401 C 768 92 74,4 76,8 18 76,4 74 25,4 401 0768 0000
GPN 401 C 785 92 76,1 78,5 18 78,1 75,7 25,4 401 0785 0000
GPN 401 C 802 92 77,8 80,2 18 79,8 77,4 25,4 401 0802 0000
GPN 401 C 819 92 79,5 81,9 18 81,5 79,1 25,4 401 0819 0000
GPN 401 C 836 101 81,2 83,6 18 83,2 80,8 25,4 401 0836 0000
GPN 401 C 853 101 82,9 85,3 18 84,9 82,5 25,4 401 0853 0000
GPN 401 C 870 101 84,6 87 18 86,6 84,2 25,4 401 0870 0000
GPN 401 C 887 101 86,3 88,7 18 88,3 85,9 25,4 401 0887 0000
GPN 401 C 902 101 87,8 90,2 18 89,8 87,4 25,4 401 0902 0000
GPN 401 C 917 101 89,3 91,7 18 91,3 88,9 25,4 401 0917 0000
GPN 401 C 934 112 91 93,4 18 93 90,6 25,4 401 0934 0000
GPN 401 C 951 112 92,7 95,1 18 94,7 92,3 25,4 401 0951 0000
GPN 401 C 969 112 94,1 96,9 21 96,5 93,7 28,4 401 0969 0000
GPN 401 C 990 112 96,2 99 21 98,6 95,8 28,4 401 0990 0000
GPN 401 C 1007 112 97,9 100,7 21 100,3 97,5 28,4 401 1007 0000
GPN 401 C 1025 118 99,7 102,5 21 102,1 99,3 28,4 401 1025 0000
GPN 401 C 1046 118 101,8 104,6 21 104,2 101,4 28,4 401 1046 0000
GPN 401 C 1076 118 104,8 107,6 21 107,2 104,4 28,4 401 1076 0000
GPN 401 C 1088 118 106 108,8 21 108,4 105,6 28,4 401 1088 0000
GPN 401 C 1109 132 108,1 110,9 21 110,5 107,7 28,4 401 1109 0000
GPN 401 C 1129 132 110,1 112,9 21 112,5 109,7 28,4 401 1129 0000
GPN 401 C 1145 132 111,7 114,5 21 114,1 111,3 28,4 401 1145 0000
GPN 401 C 1170 132 113,8 117 24 116,6 113,4 31,4 401 1170 0000
GPN 401 C 1195 132 116,3 119,5 24 119,1 115,9 31,4 401 1195 0000
GPN 401 C 1219 132 118,7 121,9 24 121,5 118,3 31,4 401 1219 0000
GPN 401 C 1231 142 119,9 123,1 24 122,7 119,5 31,4 401 1231 0000
GPN 401 C 1256 142 122,4 125,6 24 125,2 122 31,4 401 1256 0000
GPN 401 C 1280 142 124,8 128 24 127,6 124,4 31,4 401 1280 0000
GPN 401 C 1306 142 127,4 130,6 24 130,2 127 31,4 401 1306 0000

Inner application

More versatile.
Can be used as  
plug or cap.

Stackable.
Up to 75 % less transport 
and storage volume  
due to stackable design.

More resource- 
saving.
Up to 70 % less 
material use.
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Inner application

item

Inner application

A B C (H) (D) (E) (G) (N) Order no.

GPN 480 C 585 70 56,5 58,5 15 58,1 56,1 22,4 57 480 0585 0000
GPN 480 C 598 70 57,8 59,8 15 59,4 57,4 22,4 57 480 0598 0000
GPN 480 C 611 70 59,1 61,1 15 60,7 58,7 22,4 57 480 0611 0000
GPN 480 C 624 82 60,4 62,4 15 62 60 22,4 65 480 0624 0000
GPN 480 C 635 82 61,5 63,5 15 63,1 61,1 22,4 65 480 0635 0000
GPN 480 C 648 82 62,8 64,8 15 64,4 62,4 22,4 65 480 6480 0000
GPN 480 C 660 82 64 66 15 65,6 63,6 22,4 65 480 6600 0000
GPN 480 C 673 82 65,3 67,3 15 66,9 64,9 22,4 65 480 6730 0000
GPN 480 C 686 82 66,6 68,6 15 68,2 66,2 22,4 65 480 0686 0000
GPN 480 C 699 82 67,9 69,9 15 69,5 67,5 22,4 65 480 0699 0000
GPN 480 C 712 82 69,2 71,2 15 70,8 68,8 22,4 65 480 0712 0000
GPN 480 C 725 82 70,5 72,5 15 72,1 70,1 22,4 65 480 0725 0000
GPN 480 C 738 82 71,8 73,8 15 73,4 71,4 22,4 65 480 0738 0000
GPN 480 C 751 92 73,1 75,1 15 74,7 72,7 22,4 70 480 0751 0000
GPN 480 C 768 92 74,4 76,8 18 76,4 74 25,4 70 480 0768 0000
GPN 480 C 785 92 76,1 78,5 18 78,1 75,7 25,4 70 480 0785 0000
GPN 480 C 802 92 77,8 80,2 18 79,8 77,4 25,4 70 480 0802 0000
GPN 480 C 819 92 79,5 81,9 18 81,5 79,1 25,4 70 480 0819 0000
GPN 480 C 836 101 81,2 83,6 18 83,2 80,8 25,4 74,5 480 0836 0000
GPN 480 C 853 101 82,9 85,3 18 84,9 82,5 25,4 74,5 480 0853 0000
GPN 480 C 870 101 84,6 87 18 86,6 84,2 25,4 74,5 480 0870 0000
GPN 480 C 887 101 86,3 88,7 18 88,3 85,9 25,4 74,5 480 0887 0000
GPN 480 C 902 101 87,8 90,2 18 89,8 87,4 25,4 74,5 480 0902 0000
GPN 480 C 917 101 89,3 91,7 18 91,3 88,9 25,4 74,5 480 0917 0000
GPN 480 C 934 112 91 93,4 18 93 90,6 25,4 80 480 0934 0000
GPN 480 C 951 112 92,7 95,1 18 94,7 92,3 25,4 80 480 0951 0000
GPN 480 C 969 112 94,1 96,9 21 96,5 93,7 28,4 80 480 0969 0000
GPN 480 C 990 112 96,2 99 21 98,6 95,8 28,4 80 480 0990 0000
GPN 480 C 1007 112 97,9 100,7 21 100,3 97,5 28,4 80 480 1007 0000
GPN 480 C 1025 118 99,7 102,5 21 102,1 99,3 28,4 83 480 1025 0000
GPN 480 C 1046 118 101,8 104,6 21 104,2 101,4 28,4 83 480 1046 0000
GPN 480 C 1076 118 104,8 107,6 21 107,2 104,4 28,4 83 480 1076 0000
GPN 480 C 1088 118 106 108,8 21 108,4 105,6 28,4 83 480 1088 0000
GPN 480 C 1109 132 108,1 110,9 21 110,5 107,7 28,4 90 480 1109 0000
GPN 480 C 1129 132 110,1 112,9 21 112,5 109,7 28,4 90 480 1129 0000
GPN 480 C 1145 132 111,7 114,5 21 114,1 111,3 28,4 90 480 1145 0000
GPN 480 C 1170 132 113,8 117 24 116,6 113,4 31,4 90 480 1170 0000
GPN 480 C 1195 132 116,3 119,5 24 119,1 115,9 31,4 90 480 1195 0000
GPN 480 C 1219 132 118,7 121,9 24 121,5 118,3 31,4 90 480 1219 0000
GPN 480 C 1231 142 119,9 123,1 24 122,7 119,5 31,4 95 480 1231 0000
GPN 480 C 1256 142 122,4 125,6 24 125,2 122 31,4 95 480 1256 0000
GPN 480 C 1280 142 124,8 128 24 127,6 124,4 31,4 95 480 1280 0000
GPN 480 C 1306 142 127,4 130,6 24 130,2 127 31,4 95 480 1306 0000

ECO GRIP PLUGS

GPN 480

Size in mm

For information regarding materials, drawings and the use of our items, please refer to 
pages 124/125 of our general catalog.

These items might have color variations and black dots which cannot be completely 
avoided in production. We recommend carrying out functional tests before series 
production.

You might also be interested in the following products: GPN 400, GPN 401, GPN 481, GPN 608

Saves time.
Very quick disassembly 
thanks to a lateral 
removal tab.

Standard color: yellow

Material: PS

NEW

More versatile.
Can be used as  
plug or cap.

Stackable.
Up to 75 % less transport 
and storage volume  
due to stackable design.

More resource- 
saving.
Up to 70 % less 
material use.
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item

Inner application

A B C (H) (D) (E) (G) (N) Order no.

GPN 481 C 585 70 56,5 58,5 15 58,1 56,1 22,4 57 481 0585 0000
GPN 481 C 598 70 57,8 59,8 15 59,4 57,4 22,4 57 481 0598 0000
GPN 481 C 611 70 59,1 61,1 15 60,7 58,7 22,4 57 481 0611 0000
GPN 481 C 624 82 60,4 62,4 15 62 60 22,4 65 481 0624 0000
GPN 481 C 635 82 61,5 63,5 15 63,1 61,1 22,4 65 481 0635 0000
GPN 481 C 648 82 62,8 64,8 15 64,4 62,4 22,4 65 481 6480 0000
GPN 481 C 660 82 64 66 15 65,6 63,6 22,4 65 481 6600 0000
GPN 481 C 673 82 65,3 67,3 15 66,9 64,9 22,4 65 481 6730 0000
GPN 481 C 686 82 66,6 68,6 15 68,2 66,2 22,4 65 481 0686 0000
GPN 481 C 699 82 67,9 69,9 15 69,5 67,5 22,4 65 481 0699 0000
GPN 481 C 712 82 69,2 71,2 15 70,8 68,8 22,4 65 481 0712 0000
GPN 481 C 725 82 70,5 72,5 15 72,1 70,1 22,4 65 481 0725 0000
GPN 481 C 738 82 71,8 73,8 15 73,4 71,4 22,4 65 481 0738 0000
GPN 481 C 751 92 73,1 75,1 15 74,7 72,7 22,4 70 481 0751 0000
GPN 481 C 768 92 74,4 76,8 18 76,4 74 25,4 70 481 0768 0000
GPN 481 C 785 92 76,1 78,5 18 78,1 75,7 25,4 70 481 0785 0000
GPN 481 C 802 92 77,8 80,2 18 79,8 77,4 25,4 70 481 0802 0000
GPN 481 C 819 92 79,5 81,9 18 81,5 79,1 25,4 70 481 0819 0000
GPN 481 C 836 101 81,2 83,6 18 83,2 80,8 25,4 74,5 481 0836 0000
GPN 481 C 853 101 82,9 85,3 18 84,9 82,5 25,4 74,5 481 0853 0000
GPN 481 C 870 101 84,6 87 18 86,6 84,2 25,4 74,5 481 0870 0000
GPN 481 C 887 101 86,3 88,7 18 88,3 85,9 25,4 74,5 481 0887 0000
GPN 481 C 902 101 87,8 90,2 18 89,8 87,4 25,4 74,5 481 0902 0000
GPN 481 C 917 101 89,3 91,7 18 91,3 88,9 25,4 74,5 481 0917 0000
GPN 481 C 934 112 91 93,4 18 93 90,6 25,4 80 481 0934 0000
GPN 481 C 951 112 92,7 95,1 18 94,7 92,3 25,4 80 481 0951 0000
GPN 481 C 969 112 94,1 96,9 21 96,5 93,7 28,4 80 481 0969 0000
GPN 481 C 990 112 96,2 99 21 98,6 95,8 28,4 80 481 0990 0000
GPN 481 C 1007 112 97,9 100,7 21 100,3 97,5 28,4 80 481 1007 0000
GPN 481 C 1025 118 99,7 102,5 21 102,1 99,3 28,4 83 481 1025 0000
GPN 481 C 1046 118 101,8 104,6 21 104,2 101,4 28,4 83 481 1046 0000
GPN 481 C 1076 118 104,8 107,6 21 107,2 104,4 28,4 83 481 1076 0000
GPN 481 C 1088 118 106 108,8 21 108,4 105,6 28,4 83 481 1088 0000
GPN 481 C 1109 132 108,1 110,9 21 110,5 107,7 28,4 90 481 1109 0000
GPN 481 C 1129 132 110,1 112,9 21 112,5 109,7 28,4 90 481 1129 0000
GPN 481 C 1145 132 111,7 114,5 21 114,1 111,3 28,4 90 481 1145 0000
GPN 481 C 1170 132 113,8 117 24 116,6 113,4 31,4 90 481 1170 0000
GPN 481 C 1195 132 116,3 119,5 24 119,1 115,9 31,4 90 481 1195 0000
GPN 481 C 1219 132 118,7 121,9 24 121,5 118,3 31,4 90 481 1219 0000
GPN 481 C 1231 142 119,9 123,1 24 122,7 119,5 31,4 95 481 1231 0000
GPN 481 C 1256 142 122,4 125,6 24 125,2 122 31,4 95 481 1256 0000
GPN 481 C 1280 142 124,8 128 24 127,6 124,4 31,4 95 481 1280 0000
GPN 481 C 1306 142 127,4 130,6 24 130,2 127 31,4 95 481 1306 0000

ECO GRIP PLUGS

GPN 481

Size in mm

For information regarding materials, drawings and the use of our items, please refer to 
pages 124/125 of our general catalog.

You might also be interested in the following products: GPN 400, GPN 401, GPN 480, GPN 608

Standard color: natural

Material: PET

Saves time.
Very quick disassembly 
thanks to a lateral 
removal tab.

Inner application

NEW

More versatile.
Can be used as  
plug or cap.

Stackable.
Up to 75 % less transport 
and storage volume  
due to stackable design.

More resource- 
saving.
Up to 70 % less 
material use.
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We are personally there  
for our customers all over the world.

  Germany    

Pöppelmann GmbH & Co. KG
Kunststoffwerk-Werkzeugbau
Bakumer Straße 73
49393 Lohne
Phone +49 4442 982-9100
Fax +49 4442 982-9150
kapsto@poeppelmann.com

Pöppelmann Kunststoff-Technik
GmbH & Co. KG
Hermann-Staudinger-Straße 1
49393 Lohne
Phone +49 4442 982-620
Fax +49 4442 982-668
k-tech@poeppelmann.com

Pöppelmann GmbH & Co. KG
Kunststoffwerk-Werkzeugbau
Pöppelmannstraße 5
49393 Lohne
Phone +49 4442 982-3900
Fax +49 4442 982-417
famac@poeppelmann.com

  France    

Plastiques Pöppelmann France S.A.S.
3 rue Robert Schuman
B.P. 87
68172 Rixheim Cedex
Phone +33 3 89 63 33 10
Fax +33 3 89 54 05 97
ppf@poeppelmann.com

  USA   

Pöppelmann Plastics USA LLC
2180 Heart Drive · P.O. Box 459
Claremont, NC 28610
Phone +1 828-466-9500
Freephone +1 866-886-1556
Fax +1 828-466-9529
ppusa@poeppelmann.com

  Czech Republic  

Pöppelmann Plasty s.r.o.
Kaštanová 639/143
617 00 Brno, Česká republika
Phone +420 543 250-219
Fax +420 543 250-266
ppcz@poeppelmann.com

  Spain  

Pöppelmann Ibérica S.R.L.U.
Plaça Vicenç Casanovas, 11-15
08340 Vilassar de Mar (Barcelona)
Phone +34 93 754 09 20
Fax +34 93 754 09 21
ppi@poeppelmann.com

  Scandinavia  

Pöppelmann Plastik Skandinavien ApS
Magnoliavej 10,1. tv.
5250 Odense SV, Danmark
Phone +45 63 10 21 00
Fax +45 63 10 21 01
ppskan@poeppelmann.com

  Italy  

Vincenzo Maciocia
Phone +39 335 180 42 39
VincenzoMaciocia@poeppelmann.com

  Poland  

Mariusz Cichoń
Mobile +48 883 36 86 88
Fax +48 126 59 15 01
MariuszCichon@poeppelmann.com 
 
Marcin Klos
Mobile +48 8840 53477
Fax +48 126 59 15 01
MarcinKlos@poeppelmann.com
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  Romania  

Cristian Miclea
Mobile +40 724 31 84 38
CristianMiclea@poeppelmann.com

  China  

Poppelmann Plastics Kunshan Co., Ltd.No. 
329 Jujin Road 
Zhangpu Town 215321, Kunshan 
Jiangsu Province, PR China 
Phone +86 512 3662 9486 
ppcn@poppelmann.cn

  Production site

  Development centre

  Sales location


